
 
 
 
 

Modify R34 GTR MFD display 
 
This document will explain how to modify an R34 GTR MFD display so that it 
can display an external NTSC video signal. 
 
This modification is only for MFD displays with a ‘TV’ button. 
 
Below for reference is a pinout 
 
Pin Function 
1 +12v Battery  
2 +12v Battery  
3 +12v Accessory  
4 Earthed Chassis  
5 No Connection Internally  
6 Earthed Chassis  
7  
8  
9 Earthed Chassis  
10  
11  
12  
13 Earthed Chassis  
14 Earthed Chassis  
15  
16 Earthed Chassis  
17 NTSC Video In  
18 Stopwatch earth SW  
19  
20  
21  
22  
23  
24 Connect To Earth (Same as Link) 
 
 
 
 
 
 
 



Stage 1  –  Fit socket 
 
The first stage is to fit an RCA socket as shown below.  This can be purchased 
from any electronics store as a part. 
 
The I used was threaded so that I was able to use nuts on either side to lock 
it in place.  This saved any soldering and allowed me to add and remove 
whilst fitting. 
 
The one pictured is a solder in unit.  Either is OK. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Stage 2  -  Solder cable onto socket and board 
 
Once you have fitted the socket to the casing, you must attach some coaxial 
cable to the inner and outer connectors of the socket.  The other end of the 
cable must be attached as shown below. 
 
Outer of the cable to ground, inner of cable to NTSC in 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Stage 3  -  Disable Japanese display message 
 
Once you have completed stage 2, your display should now be showing the 
NTSC signal, however the MFD is unaware of the signal and so displays a 
message in Japanese essentially complaining of no signal.  Soldering between 
the link shown below disables this message, allowing you to display your 
video cleanly. 


